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Objectives
• Develop the next-generation of low-cost fiber preforming technologies based on programmable, robotic-

controlled, directed chopped-fiber processes for the application of
⎯ low-cost carbon fiber
⎯ reinforced thermoplastics
⎯ hybrid glass-carbon

• Develop supporting technologies required to successfully implement the process technology including
⎯ preform characterization (e.g., permeability, areal density uniformity)
⎯ preform process modeling for process effects analysis

• Conduct parametric process studies to investigate fundamental process effects and establish process-property
relationships.

• Conduct requisite molding investigations—experimental and through modeling—to elucidate relationship
between preform characteristics and moldability.

Approach
• Establish a base research programmable robotic preforming system for which advanced capabilities (e.g., new

chopper designs) can be developed and evaluated.

• Establish a highly instrumented and controlled research molding capability to isolate and investigate the effects
of process variables on moldability and mechanical properties.
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• Develop new severing technology to facilitate the implementation of low-cost carbon, reinforced
thermoplastics, and hybrid glass-carbon products.

Accomplishments
• Developed detailed specifications for a research-oriented programmable robotic preforming system.

• Executed a competitive solicitation to procure the preforming system.

• Held kick-off meeting and facility walkdown with preforming system vendor.

• Completed design for preforming system.

• Conducted literature and patent search on advanced fiber-severing technologies.

• Designed and constructed in-plane preform permeability measurement capability.

• Developed data acquisition and user interface for analysis of permeability data.

• Designed through-thickness preform permeability capability.

• Extended paper-making model to simulate the fiber preforming process.

Future Direction
• Conduct acceptance evaluation, disassemble, ship, and commission performer.

• Resolve sensor issues encountered with in-plane permeability rig and conduct measurements on preforms made
by simulated split-tow products of varying tow-size.

• Evaluate preform process model relative to physical preform characteristics.

• Conduct initial preforming studies with low-cost carbon fiber.

• Construct and test through-thickness permeability rig.

• Finalize specifications and issue Request for Proposal for research molding press.

• Initiate bench-top studies of advanced severing technology.

Introduction
Polymer matrix composite materials offer a

number of benefits in “lightweighting” of
automotive and heavy vehicles, including greater
stiffness and strength per unit weight than
conventional materials, easier formability, less
corrosion susceptibility, the ability to tailor
properties to specific load requirements, and
enhanced noise and vibration damping. However,
widespread implementation of carbon fiber
composites, which offer among the greatest mass
savings potential, requires lower cost materials and
processes than are currently available. Advanced
preforming processes offer opportunities to facilitate
the widespread use of carbon composites.

Robotic-controlled, programmable, directed-
fiber preforming processes have demonstrated
exceptional value for rapidly preforming large,

glass-reinforced, automotive composite structures.
Due to their unique features and flexibility and to
their inherent low-scrap rate, they are the most
viable candidate processes for making affordable
carbon-fiber preforms for a variety of structural
automotive components. The Automotive
Composites Consortium (ACC) has implemented the
Programmable Powdered Preform Process (P4), with
glass fibers, very successfully in its truck box
program—Focal Project 2 (FP2). Original
equipment manufacturers (OEMs) have transferred
the technology to commercial applications such as
the General Motors (GM) Silverado pickup box and
the Aston Martin Vanquish body-side.

Analyses have indicated a potential for greater
than 60% mass savings for a carbon-fiber intensive
body-in-white under the assumption of a thickness
design constraint of 1.5 mm. The analyses also
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indicate the potential of saving an additional 15% if
the thickness constraint is reduced to 1 mm.
Unfortunately, evidence suggests that 1.5 mm may
be a practical limit for liquid molding. However,
thermoplastics preforms, in which the matrix and
fiber are both deposited in the preforming step, offer
a potential path to obtaining thinner sections, and
consequently additional mass savings as well as the
potential for recyclability. Hybrid-fiber performs
offer another potential benefit in terms of economics
and property enhancement.

Approach
The objective of this project is to advance

directed-fiber preforming processes to effect a
further reduction in vehicle mass—relative to glass-
fiber composites—while maintaining the economical
advantages of net-shape preforming. The project will
be executed in three phases corresponding to three
materials systems: carbon fiber, reinforced
thermoplastics, and hybrid glass-carbon fiber. Each
phase will consists of four main tasks focused on (1)
materials developments, including new fiber product
forms and binders; (2) machine developments,
particularly new severing technology; (3) process
developments, for example, to control areal density
uniformity and perform anisotropy; and (4)
development of supporting technologies such as
preform characterization techniques. Furthermore,
this project will undertake to develop sufficient
understanding of fundamental aspects of the process
and their effect on preform quality and mechanical
properties in the molded part. As such, this project
will support, augment, and facilitate the current and
future research activities undertaken in the
“Development of Manufacturing Methods for Fiber
Preforms” project (4.A).

Procurement of Preforming System
Central to this effort is the procurement of a

research-oriented, robotic-controlled, programmable
preforming system for installation in the polymer
composites laboratories of the Metals and Ceramics
Division at the Oak Ridge National Laboratory. This
system will establish the base for future hardware
developments as well as serve as a research
instrument on which parametric process studies will
be conducted. A competitive solicitation was issued
in April 2004, vendor selection made in May 2004,

and a purchase order let in June 2004. Applicator
System AB of Mölnlycke, Sweden, was selected to
design and build the system. System configuration
and facility constraints were established during a
kick-off meeting in July 2004. Detailed system
design was complete in September 2004.

The system (see Figure 1) has a footprint of 9 by
15 m, contains a robot with 7 degrees of freedom
and can produce preforms up to approximate
dimensions 1 m × 1.2 m × 1.8 m. On the head of the
robot is mounted a chopper unit that incorporates the
main chopper for spraying the reinforcement fibers
and a surface veil chopper. Fiber length is adjustable
on-the-fly in two ranges, 20–85 mm and 90–
200 mm, as well as continuous. Fiber output is
variable and can be as high as 3500 g/min.

Future work will include modifications to the
base system in facilitating advanced fiber product
forms, including low-cost carbon, reinforced
thermoplastics, and glass-carbon hybrids.

Figure 1. Schematic of the robot-controlled, program-
mable preforming system.

Fiber-Severing Technology
Due to significant differences in the physical

properties of various reinforcement fibers as well as
their available product forms, chopping technology
that has been successful for glass fibers systems has
demonstrated less-satisfactory results for the carbon-
fiber products that are currently available. It is
expected that similar results will occur for reinforced
thermoplastics and hybrid glass-carbon products.
Accordingly, consideration is given in this project to
identifying alternative severing technology. A
literature and patent search was undertaken to assess
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promising technologies for bench-top investigation.
Possibilities identified include mechanical-based,
laser-based, CO2 pellet, liquid nitrogen, water-jet,
and ultrasonic. Based on the information available in
the literature and personal contact, laser-based
choppers appear to offer the most promise.
However, further investigation as well as
exploratory experiments are warranted before
drawing firm conclusions.

Permeability Measurement
It has been found that injection-compression

offers distinct advantages over injection-only liquid
molding for the infiltration of high-volume fraction
preforms. Consequently, both the in-plane
permeability and the through-thickness permeability
affect the moldability of the part. Accordingly, two
novel research instruments are under development
that will provide experimental data to characterize
the three-dimensional permeability of the fiber mat
preform (Figure 2).

The in-plane rig, shown in Figure 3, has a flow
capacity of 0.33 gpm and a fluid capacity of 2 gal. It
can be operated in either constant flow or constant
pressure mode under feedback control. Maximum
pressure and fluid viscosity is 100 psi and 5 poises,
respectively. Both platens are instrumented with
sensors—a total of 218 sensors—to monitor the
flow-front with resolution of 0.25 in. The sensor

Figure 2. Glass preform sitting on bottom platen of the
in-plane permeability rig.

Figure 3. In-plane permeability rig with platen open.

concept was developed through subcontract to
Prof. Richard Parnas at the University of
Connecticut. It consists of a recessed insulated
conductor that generates a voltage when the
conductive fluid bridges the sensor and the metallic
plate. Although the sensor appeared to work
adequately in the University of Connecticut
laboratory, it has been problematic when
implemented in the system. Effort continues to
improve the accuracy and reliability of the
conductive sensor. Additionally, prototype
thermocouple-based sensors have been developed
and are being evaluated (Figure 4) .

A through-thickness rig has been designed
(Figure 5) and fabrication initiated. Maximum
pressure and viscosity are the same as the in-plane
rig. The through-thickness rig has a flow capacity of
8 gpm. Through incorporation of a dynamic seal,
preform thickness can be changed quickly for
successive measurements to evaluate the influence
of fiber volume fraction on permeability.

A data acquisition and control system has been
developed based on National Instruments’ PXI
hardware and LabVIEW software. Stand-alone
program modules have been written to evaluate the
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Figure 4. Top platen of the in-plane permeability rig
with both conductive and thermocouple
sensors installed for evaluation.

Figure 5. Through-thickness permeability rig consisting
of a dynamic seal and thickness adjustment for
fiber volume fraction studies. The preform is
labeled 1.

sensor performance, to conduct the experiments, to
analyze the collected data and calculate permeability
value, and to review the experiment at reduced
speed. The modules that monitor the sensors have
been developed for both conductor and
thermocouple-based sensors. An example of the
real-time display is shown in Figure 6.

An analysis module that takes the elliptical flow
front and calculates the in-plane components of the
permeability sensor has been developed from
expressions provided by Prof. Parnas. Full
characterization of the analysis module will proceed
following resolution of sensor reliability and
accuracy issues.

Figure 6. Real-time display indicating the progression of
the flow-front during an in-plane permeability
experiment. Tripped sensors change from
green to red.

Modeling of Fiber Deposition
A C-based program is under development to

analyze the affect of process variables on preform
characteristics. The program, FNSim, will be used to
evaluate preforms in terms of measures such as fiber
run length, fiber connectivity, distribution of voids,
etc. FNSim, when correlated with permeability data
and areal density measurements, will provide an
understanding of the effect of process variables on
resulting preforms and their “moldability.” Recent
advancements to FNSim have included efficiency
improvements such that it now can be used on
desktop computers as well as the development of a
new method of characterizing voids. Simulation of
fiber deposition is illustrated in Figure 7.

Summary
A new project to develop the next-generation

programmable preforming process was initiated in
FY 2004. The research will build on past
development and application of directed-fiber
preforming processes, namely those of the
Programmable Powdered Preform Process (P4), to
extend the process to new material systems.
Developments are expected to facilitate the use of
low-cost carbon, reinforced thermoplastics, and
glass-carbon hybrid materials as effectively as is the
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Figure 7. Progression of fiber deposition a predicted by
FNSim.

current state-of-the-art with glass. Utilizing these
materials is expected to lead to further reductions in
vehicle mass in a more cost-competitive scenario
than is currently possible. A preforming system,
which will serve as the base for hardware
developments, is under procurement and should be
installed in the polymer composites laboratories at
Oak Ridge National Laboratory in the second
quarter of FY 2005.

The base system is designed around glass-fiber
product forms. A literature review has identified
alternate severing technologies that may prove more
effective for “chopping” the carbon, reinforced
thermoplastics, and glass-carbon hybrids under
investigation in this effort.

Two novel permeability rigs are under
development to characterize the preforms resistance
to resin flow during the molding process. The in-
plane rig has been constructed and experiments
initiated. Issues with sensor reliability and accuracy
have been identified, and effort is under way to
resolve them. The through-thickness rig has been
designed and hardware components purchased. A
data acquisition, control, and analysis system has
been developed for both rigs and is being used in the
troubleshooting experiments. Together, the two rigs
will provide the three-dimension permeability data
required for the development of mold-flow models.

Modeling of the fiber deposition process is
under way through the development of an in-house
code. The program, FNSim, will be used to evaluate
preforms in terms of measures such as fiber run
length, fiber connectivity, distribution of voids, etc.
Results will be correlated with permeability data and
areal density data to assess the effect of process
parameters on preform quality as well as the
mechanical properties of molded parts.

Collectively, the technology under development
in this project will advance low-cost processing on
two fronts. First, it will provide the opportunity to
employ additional materials in the net-shape
preforming process, which is expected to lead to
additional mass reduction and/or better performance.
Second, it will provide the requisite tools to evaluate
the affect of process parameters on the utility and
performance of preforms and molded parts.
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